
DM-825SGD1DHSpecifications subject to change without notice.

  2.0V,  0.5mA

0  C ~ 300  C :  J , K , T Type

20Hz~300kHz     

GDM-8255 GDM-8251

100mV, 1V, 10V, 100V, 1000V  5 

 : 5 , 10 /
 : 4 , 30 /
 : 3 , 60 /

199999 120000 

 (0.012%  + 5 )
10M  

100mV, 1V, 10V, 100V, 750V  5 
 20Hz~45Hz : (1%  + 100 )
45Hz ~ 10kHz :  (0.2%  + 100 )
10kHz ~ 30kHz :  (1%  + 100 )
30kHz~100kHz : (3% + 200 )
1.1M   in parallel with approx. 100pF  

10mA, 100mA, 10A  3 
10mA, 100mA  : (0.05%  + 15 )
10A : (0.2%  + 5 ) 

20Hz ~ 50Hz : (1.5% + 100 )10mA, 100mA  :

50Hz ~ 10kHz : (0.5% + 100 )

10kHz~20kHz : (2% + 200 )

100 , 1k , 10k , 100k , 1M , 10M , 100M   7 
100   : (0.1%  + 8 )(*);

100   : (0.05%  + 8 )(*);

1k  ~ 1M  4  : (0.08%  + 5 )

1k  ~ 1M  4  : (0.05%  + 5 )
10M   : (0.3%  + 5 );

10M   : (0.3%  + 5 );

100M   : (3%  + 8 )

100M   : (3%  + 8 )

 

( ) 
(  or + )

( )
(  or + )

VFD, 

Remote I/O, USB, RS-232C

 / ,  : MX + B/ % / 1/X
, , dBm, dB, REL, Hold, , , 

265( ) x 107( ) x 350( ) ,  2.6  

 : (*)  "REL" 

10mA, 100mA, 10A  3 

1 ~ 1000

GDM-8255

GDM-8251

199999  

120000  

 :

 x 1,  x 1,  GTL-117 x 1, 
Calibration key GDM-01 x 1 (Compatible with Fluke 5720A/5725A
calibrators only)

GTL-108A

GTL-245

4

USB 

GTL-232       RS232C , 9-pin  to 9-pin,null Modem for Computer

10A  : 50Hz ~ 10kHz : (1%  + 100 )

GDM-8255 (199999 Counts)
GDM-8251 (120000 Counts)

199999/120000


	1: GDSE

